HDL-F BRI FaRZFEAT

HDL-F Helideck Explosion-proof Floodlight
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KiFAiAER Application

- BATEHEEEAHBE;
BATREMIEIX, 2K, 21K, 22K&Ei5AT;
“ EATHERE. -40C~+60C,

= Used for position lighting on helideck;

= Explosive hazardous atmosphere Zone 1, Zone 2,
Zone 21, Zone 22;

= Suitable for temperature of -40°C~+60°C.

mistt Features

* RERABIE, SVRNEERETE;

* LEDA&XIR, FaAMETF6R/ I\t

- RREEEREDHER, REEHA, BHREGE, Bk, MERE, RS, SR, FE. SHERIPDEE;

- OIERCEEE R

* Enclosure uses maritime aluminium alloy, powder coated on surface after preservative treatment.

= LED white light source, service life is up to 60000 hours.

= In-built constant voltage constant current driving power, wide voltage input, constant power output, fast start, stable performance,
surge resistance, overcurrent, open circuit, short circuit, etc. protection function.

= Diffuser is optional.

i%&fcE Selection table
BS HUERE(V) HIENERW) FEiE R (m) kil 1 Eif(kg)
Type Rated voltage Rated power Luminous flux Degree of protection Weight
HDL-F 100V~240V AC 50/60Hz | 40 2800 IP66/IPE7 4.0

* T IRECHRER A B EERL, WK, TTHENEEN;
 MWHARHER, ITHEEEH,

= The product is supplied without explosion-proof cable gland. If needed, please specify when ordering:
= If other special requirements are needed, please specify when ordering.
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$iAR28 Technical parameters

HATHERAE Conformity to standards

IEC 60079, EN 60079, GB/T 3836, CCS AZRHSE (CCS standard)

GB Ex db eb mb IIC T5/T4 Gb
Ex tb I1IC T95°C/T130°C Db
e | rece op e e © oo peereer IECEX TPS 19.0003X
ATEX & 112GExdb fab mb op is 1IC T5/T4 Gb
& 112 D Exop is tb I1IC T95°C/T130 °C Db IPE6/IP67
IRERE Ambient temperature -40°C~+60C
FEHRZEERY Light source LED
I8 Color temperature 5700K + 250K
B EEH Color rendering index Ra=70
FAPEELR Degree of protection IP66/IPE7
BRBZELR Corrosion-proof WF2

Y5 A0 Cable entris

2xM25 x 155 (BEE), #FR2 x DOM-II/II Ex eb, M25x 1.5t (HBEN),

EATF ©12.5~020.5mmEB 4

2xM25x1.5 plug (Aluminum alloy), 2xDQM-11/111 Ex eb, M25x1.5 gland (Nickel plaed brass) is recommended.
suitable for ®12.5-®20.5mm cable

LT Terminal

3 x 1.5~4mm*
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