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HDL-H Helideck Explosion-proof Light
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= Explosive hazardous atmosphere Zone 1, Zone 2, :?
Zone 21, Zone 22; Vs :
» Suitable for temperature of -40°C-+60°C. ﬂ
= miFtE Features
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* Enclosure uses high quality maritime aluminium alloy, which is applied to the ocean environment.
= LED green light source, service life is up to 100000 hours.
= Standard light and bright light of light fittings can be switched through controlling the system and the dimming instruction of light fittings.
= Professional optics software designed secondary light distribution system. conform to CAP437 standard requirements.
i&fck Selection table
ne BERE(V) HEER(W) RABFE DIEAE 31 Eif(ko)
Type Rated voltage Rated power Lamp colour Degree of protection Weight
HDL-H 16V~32V DC =0.3W ?—gn IPE6/IPE7/IPE9 35

* INMHMAFHRER, 1THAETH.

= If other special requirements are needed, please specify when ordering.
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$iAR28 Technical parameters

HATHERAE Conformity to standards

IEC 60079, EN 60079, GB/T 3836, CCS NEEHE (CCS standard), CAP 437

GB Ex db eb IIC T6 Gb
Ex tb I1IC T80°C Db
HEfrE Exdbeb IIC T6 Gb
Ex-Mark IECEX ex b e a0 oo peeirer - |IECEX TUR 18.0057X
ATEX &112GExdbebICT6Gb
&11 2D Extb 11IC T8OC Db IP66/IP67
IRERE Ambient temperature —40°C~+60°C
HIRER! Light source LED
BB {MfA (Elevation) 2°~12° >12°~20° ~20°~90°
Light intensity 3R (Intensity)Max | 60cd 30cd 10cd
FAPEELR Degree of protection IP66/IP67/IPE9
BRBZELR Corrosion-proof WF2
BHELHNE Cable entry 4% 1.0mm’
SMEER Y Outline dimension
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