HDL-P B5/@iaFRAT

HDL-P Explosion-proof Perimeter Light
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KiFAiAER Application

- EATEFTERIBRIET;

- BRTEAFERESLFHET:
BEATREMRRIX, 2K, 21K, 22KFHA;
“BRTRERE: -40C~+60C.

= Used to indicate the boundary of marine platform:

= Used as perimeter light in helicopter landing aid system;
= Explosive hazardous atmosphere Zone 1, Zone 2.

Zone 21, Zone 22;
= Suitable for temperature of -40°C-+60°C.

mistt Features

* R FAS16 A FMBHMA, BINTEREGE, BHEREH;

* LEDRENXIR, Fanik107/08s;

* FWARRMRITH RRARG, FECAPITIRARER.

* Enclosure is precision casting by 316 stainless steel. powder coated on surface after finish machining, strong corrosion resistance.

= LED green light source, service life is up to 100000 hours.

= Professional optics software designed secondary light distribution system, conform to CAP437 standard requirements.

i%Ec#* Selection table

Bes BUERE(V) FETHEW) EXEE Dfiat-271 HE&(kg)
Type Rated voltage Rated power Lamp colour Degree of protection Weight
HDL-P2.4 2.4W £REB Green
HDL-P5.6 5.6W 5 Blue

96V~256V AC 50/60Hz

16V~32V DC IP66/IP6T 35
HDL-P2.5 2.5W E#E Yellow
HDL-P2.5 25W £18 Red

* INMAMAFHER, 1THEHEEH.

= If other special requirements are needed, please specify when ordering.
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$iAR28 Technical parameters

HATHERAE Conformity to standards

IEC 60079, EN 60079, GB/T 3836, CCS NG (CCS standard), CAP 437

GB Ex db eb IIC T6 Gb
Ex tb I1IC T80°C Db
HEfrE Exdbeb IIC T6 Gb
Ex-Mark IECEx Ex tb I1IC T80°C Db IP66/IP67 I[ECEx TUR 18.0027X
ATEX &112GExdbeblICT6Gb
&1 2D Ex tb 11IC TBOC Db IP66/IP67
IRERE Ambient temperature —40°C~+60°C
HIRER! Light source LED
B NIRRT 105 (Elevation) 0°~10° >10°~20° >20°~90°
Light intensity F3R (Intensity)Max 30~60cd 15~60cd 3~60cd
FAPEELR Degree of protection IP66/IP67
BRBZELR Corrosion-proof WF2

B A O Cable entris

2 xM20 x 1 58535 (S AEE), BFE2 x DOM-1I/II Ex eb, M20x 1.5 #2(HiE#E), ST 09~0 1684
2xM20x1.5 plug (Nickel plated brass), 2xDQM-II/I1I Ex eb, M20x1.5 gland (Nickel plated brass) is recommended,
suitable for ®9-®16mm cable

B F Terminal 3x 1.5~4mm’
SMEZR < Outline dimension
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